
Designed For Durability

Die-cast aluminum housing with 
streamlined, easy-grip design

20kV/10kA custom surge protection 
exceeds ANSI extreme rating

3G vibration-rated: ANSI C136.31 
Bridge & Overpass, 2-bolt standard

Serviceability Made Simple

Modular, tool-free light engine for 
easy upgrades and maintenance

Power door access allows 
for fast, field-ready servicing

7-pin NEMA receptacle and 0–10V 
dimmable driver: 
DALI & D4i optional

up to 82 Watts
up to12,800 lumens

up to 145 Watts
up to 23,300 lumens

up to 286 Watts
up to 45,200 lumens

Enhanced corrosion-resistant finish: 
ASTM-B117 5,000hr salt/fog tested

3G
VIBRATION 

TESTED

Clip-on shielding system installs 
in seconds, no tools required

RUGGED, FLEXIBLE PERFORMANCE

NXT-LITE S NXT-LITE I NXT-LITE M

LITE



Flexible Lighting Solution

Turtle-friendly option with 
single-wavelength amber LED

Post-top mounting available, ideal 
for parks and pedestrian zones

Optional secondary flat glass lens 
with lower LDD for low maintenance, 
and low glare.

Contact us today to bring unmatched performance 
and flexibility to your lighting network.

Ready for anything. Built to last.

Tool-less, 
removable light engine.

Tool-less, 
removable  
power supply 
(power door)

2 or 4-bolt �tter  for 
1.625”- 2.375” (42-60mm)
O.D. Tenons.

info@ledroadwaylighting.com
www.ledroadwaylighitng.com
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